





to the SANICLEAN® connection pipe  valve in checking there is no water Please write the
in respecting the direction of the leakage. installation date
filter.

STEP N°13 Connect the water filter

STEP N°2

Assemble fixing bolts
(fig. b) and fixing
plate (fig. c).

STEP N°4 Place
the main unit on
the toilet in
inserting the fixing
screw in the toilet
holes.

STEP N°1
Remove the existing seat
and coverlid.

STEP N°5 Assemble
rubber, washer and
nuts (fig. b, d, e, f)to fix
the main unit on the
toilets.

Use SANICLEAN®
screwdriver to tighten
the fixing parts (fig. a).

STEP N°3 Insert assembled fixing
plates (fig. b) below the main unit
in the place for .
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STEP N°6 Shut off the water STEP N°7 Separate the water STEP N°9 Connect the
supply arrival pipe and the toilet SANICLEAN® connection
pipe (fig.h) first to the
assembled union part and
(4 then to the SANICLEAN®
water arrival.

supply by turning the valve.

tank connection pipe.

- (

STEP N°8 Place the union part (fig.
h) between the water supply arrival
pipe and the toilet tank connection
pipe.

Do not forget to insert washers in
every connected part to avoid
water leakage.
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STEP N°10 If your water supply does not contain
limestone, you are not obliged to intall the water
filter.

Turn on the water supply valve in checking there
is no water leakage.

YOUR SANICLEAN® |S READY FOR USE.

STEP N°14 Turn on the water supply ~ STEP N°15

of the water filter
directly on it.

YOUR
SANICLEAN® IS
READY FOR USE
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STEP 1 Check the plug is correctly connected to the
circuit and that the water supply valve is fully open.

STEP 2 Press the POWER ON/OFF

- LED lamp of the control panel will blink 3 times.

- The water tank will be filled.

- When the tank will be filled the LED lamp for the water
pressure will lights up at the level 3.

STEP 3 The water pressure is initially set to Level 1 while
the water temperature is initially set to level 1.

To check if the product is ok, you can place your hand on
the seat in order to activate the sensor.

When the sensor is activated, the LED lamp blinks 2
times.

You can test the drying function in pressing the “Dry”
button and the washing function in pressing the “Wash”
function” (Do not forget to block the water with your
other hand).

STEP 4 The seat will get warm in about 5 minutes after
setting the temperature.
The seat temperature is initially set to level 2.

STEP 5 Please have more information regarding the use
of each button and function adjustment in reading the
“Demo” included in the SANICLEAN® CD or directly on
our website :

http://www.simplify-yl.com or http://www.saniclean.fr

STEP 6 We recommend you to use from now the
POWER SAVING function in pressing the “Power Saving”
button in order to reduce the electrical consumption.
The product will be “power saved” as soon as the user
leaves the SANICLEAN®,

The product is « Power saved » only when the green LED
lamp « POWER SAVING » is lighted.



Always disconnect the product prior to clean.
Do not use wet hands
to disconnect the product.

STEP 1 Clean the main unit in using a soft sweet
sponge.Never clean using any aggressive detergent,
benzene, thinner, ...

\ Only use neutral product to clean.

STEP 2 Press on the « NOZZLE CLEANING » button to clean the nozzle.
Nozzles will come out after pressing the button.

Clean the nozzles with a toothbrush or with a sponge in using only
neutral product to clean.Never use any aggressive product to clean.
After cleaning, press the « Nozzle cleaning » button. Nozzles will return

inside the main unit after pressing the button. P

|



08. If the product is not use for a long period

In case the product is not use for a long period, we recommend to fully
respect following operation:

STEP 1 Disconnect the SANICLEAN® in pressing the power ON/OFF button.
STEP 2 Unplug the SANICLEAN® connection cable from the plug.

STEP 3 Close the water supply valve of your SANICLEAN® (not the toilet water
supply valve).

STEP 4 Unscrew the fixing parts with the SANICLEAN® screwdriver in order to
drain the water tank.

STEP 5 Drain the water from the tank in unscrewing the tank closer with a coin
below the main unit. Place a 0.8 | container below the water tank. Close the
water tank in screwing the closer with the coin.

STEP 6 Screw the fixing parts with the screwdriver.

PRIOR TO REUSE THE SANICLEAN®:

STEP 1 Open the water supply valve of the SANICLEAN®.
STEP 2 Connect the connection cable to the plug.

STEP 3 Press on the Power ON/OFF button.

STEP 4 We recommend you to immediately press
the POWER SAVING button.



09. Self diagnosis & trouble shooting

All functions of your SANICLEAN® are managed by a special microcomputer.In
case trouble is detected, the LED lamp for the relevant function will turns on
and off and the abnormal function is stopped fully or partially.

WATER SUPPLY - WATER PRESSURE

If the water in the tank is low, all functions are stopped.When water rises to the
appropriate level, functions restart operating.

If the tank is full and the LED lamp WATER PRESSURE blinks, please unplug and
plug the connection cable and press on Power ON/OFF button.

If the WATER PRESSURE LED lamp always blinks, please contact our after sales
service.

WATER TEMPERATURE

In case of short circuit or overheat on the water temperature system, all function
are stopped except the heated seat.

The LED lamp of the relevant function (WATER TEMP) blinks.

Please unplug and plug the connection cable and pres on the power ON/OFF
button.

If the relevant LED lamp always blinks, please contact our after sales service.

HEATED SEAT

In case of short circuit or Overheat of the heated seat, the relevant function is
stopped.

All other function will continue operating. The relevant LED lamp (SEAT
WARMTH) blinks.

Please unplug and plug the connection cable and pres on the power ON/OFF
button.

If the relevant LED lamp always blinks, please contact our after sales service.

DRYING

In case of short circuit or Overheat of the drying function, all functions are stop-
ped except the heated seat.The relevant LED lamp (DRY TEMP) blinks.

Please unplug and plug the connection cable and pres on the power ON/OFF
button.

If the relevant LED lamp always blinks, please contact our after sales service.

ONLY QUALIFIED AND HABILITED SANICLEAN® TECHNICIANS SHOULD DISAS-
SEMBLE AND REPAIR THE PRODUCT.
IF THIS CONSIGN IS NOT RESPECTING, THE WARRANTY WILL BE IMMEDIATELY
CANCELLED.



H 10. To check prior to contact after sales service

Prior to contact our after sales service, please contact the company SANI-
CLEAN SAS in order to get further information for the warranty procedure.
To facilitate the procedure, please prior answer the following questions ?

QUESTIONS TO ANSWER:

The product is no more operating :

1-Isn’t the power connection cable unplugged ?
2-Isn't the Power ON/OFF button switch off ?

3- Does LED lamp on the control panel blinks or lights ?
4- Is the user detected by the seat digital sensor ?

Washing functions (WASH et WOMAN) no more operate :

1- Isn’t the water supply valve shut off ?

2- Isn't there any water leakage on the water supply connection pipe ?
3-Isn't the water supply connection pipe clogged with foreign elements ?
4-Isn't the nozzle clogged with foreign elements ?

5-Isn't the nozzle clogged with limestone accumulation ?

6- Which LED lamp lights or blinks ?

Water pressure is weak :

1- Is the water supply valve fully open ?

2- Isn't the water supply connection pipe clogged with foreign elements ?
3-Isn't the water pressure level set to a too low level ?

Water, air and seat temperature no more operate :
1-Is the product connected to the plug ?

2- Isn't the power ON/OFF button switch off ?
3-Isn't the temperature level set to a too low level ?

PLEASE TAKE YOUR PURCHASING INVOICE AND THE SERIAL N° OF YOUR
PRODUCT PRIORTO CONTACT THE AFTER SALES SERVICE.



11. Technical specifications

These specifications are liable to change and evolve for quality improvement
without prior notice.

This product is to be use in a water pressure included between 0.7 et 7.5 bars.

If your home water supply pressure is lower than 1.5 bars, we recommend you
to order the model PREMIUM that has a water pressure integrated pump.

Name of the product:
Name of the model :
Power rating :

Power :

Certifications :

Dimensions :
Weight :

Connection cable length :

Water inlet :
Needed water pressure :

Quantity water / minute :

Water tank capacity :
Washing temperature :
Heated seat :

Drying :

Deodorisation :

User detection sensor :
Water proof grade :

Safety devices :

Short circuit protector :

SANICLEAN®
CONFORT
220-240V~, 50/60Hz
850-1000W

CE - RoHs

45x52x 14,5 cm
4,9 kg
1,5m

Direct inlet flow type — Water home supply
mini 0,7 bars — maxi 7,5 bars

Wash : Max 1,1 litre / min
Woman : Max 1,1 litre / min
0,8 litres

Up to 40°C (level 5) — Power : 800 W
Up to 40°C (level 5) — Power : 40 W
Up to 60°C (level 5) — Power : 200 W
catalyst deodorising system

Digital sensor

IPX4.

thermal fuses, float switch, thermal sensor,
overheat protection device (bimetal).
20 mA within 0.3 second.



Please fill in the blanks with the needed information of your warranty certifica-
tes immediately after installation.
In case of question to our after sales services they will be asked to you.

NAME OF THE PRODUCT : SANICLEAN
NAME OF THE MODEL : CONFORT
PRODUCT SERIAL N°:

(At the backside of the main unit)
PURCHASING DATE :
WARRANTY : MANUFACTURER or EXTENDED

The manufacturing warranty is provided within 1 year from the purchasing
date (on the invoice).

The warranty includes services and all needed spare parts.

The warranty is only valid if all needed elements are given with a copy of the
original invoice.

The warranty is valid for all defected parts resulting from manufacturing.

The warranty is not valid for parts damaged by the user or by installation non
conform to SANICLEAN SAS recommendations, for instance:

- If the product as been disassemble or repair by non official technician from
SANICLEAN SAS.

- The installation is not conforming to SANICLEAN recommendation.

- The use is not conforming to SANICLEAN precaution of use.

- The connection has been done on a non conforming plug.

- Or all other damages caused by a use or an installation that is not indicated in
the SANICLEAN User Manual.

The warranty includes freight cost (go and back) to SANICLEAN's after sales
service warehouse.

After SANICLEAN's agreement, please send your product back to the following
address : (Except other instruction of our after sales service) :

SANICLEAN SAS
SERVICE APRES VENTE
11, rue de Condillac
33000 BORDEAUX
FRANCE
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THIS PRODUCT SHOULD NOT BE DISPOSED WITH OTHER HOUSEHOLD
WASTES AT THIS END OF ITS WORKING LIFE.

IN ORDER TO BE RECYCLE, PLEASE BRING YOUR PRODUCT IN A CERTIFIED
DECHETTERY.

YOU CAN CONTACT ANY SANICLEAN DEALER TO STUDY THE WAY TO ELIMI-
NATE YOUR OLD SANICLEAN.

&2 Saniclean®
)

Simplify Your Life

www.saniclean.fr
www.simplify-yl.com
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Further information on:

www.saniclean.fr



